Machine Shop Safety Symbology Quiz                                                                          Module 1

[image: ]Match the following statements to the proper symbolsA



[image: ]1) Fumes – dangerous vapors; use caution


B

2) Electrical – possible shock


[image: ]
3) Animal Safety – use caution when handling animalsC




[image: ]4) Open Flame/Flammable – possible burn hazard; use caution 

D


[image: ]5) Biological – harmful to humans 


E

6) Chemical – hazardous liquids; danger to skin and other materials


[image: ]
7) Eye Safety – goggles to be worn at all timesF



[image: ]
8) Toxic – poisonous if touched, swallowed, or inhaled G




[image: ]9) Irritant – wear gloves to protect skin 


H

10) Disposal – dispose of as directed


[image: ]
11) Sharp Object – protect your handsI




[image: ]12) Clothing Protection – wear apron at all times 

J


[image: ][image: ][image: ]13) Radio activity – radioactive materialsM

L
K





Given the NFPA (National Fire Protection Association) diamond and information below, describe the type and degree of hazard specified and complete the table (TBL1). 
Type of Hazard:
[image: ]     Fire Hazard
     Health Hazard
     Specific Hazard
     Reactivity

Degree of Hazard:

4 Below 73 °F
3 Below 100 °F
2 Between 100 °F and 200 °F
1 Above 200 °F
0 Will Not Burn

4 Deadly
3 Extreme Danger
2 Hazardous
1 Slightly Hazardous
0 Normal Material
	Quadrant
	Type of Hazard
	Degree of Hazard

	
	
	

	
	
	

	
	
	

	
	
	



4 May Detonate
3 Shock/Heat May Detonate
2 Violent Chemical Change
1 Unstable if Heated
0 Stable

ACID   - Acid                                                                                                
ALK     - Alkali                                                                                              
COR    - Corrosive                                               
OXY    - Oxidizer
W        - Use No Water                                                                               
[image: ]- Radioactive 





TBL1




Five fire extinguisher classification symbols are shown below, match the appropriate symbol to combustible material. 
[image: ][image: C:\Users\xyz\Pictures\SCHOOL\imagesURU8JDTR.jpg]

1


Flammable liquids; grease, gasoline, oil

[image: ]
[image: C:\Users\xyz\Pictures\SCHOOL\imagesGJNYDX84.jpg]
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4
3
Fires involve energized, electrical equipment
Fires involve "ordinary combustibles" - wood, paper, household rubbish, cloth, rubber and many plastics
Fires involve burning and smoldering kitchen greases and fat. 
Combustible metals such as magnesium, titanium, zirconium, sodium, lithium and potassium
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